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Prüfungszusammenfassung
für Lithiumzellen oder -batterien gemäß Unterabschnitt 38.3
des UN-Prüfhandbuchs 

Hinweis zu Transportvorschriften (SV188)

Die im Folgenden aufgeführte Lithiumbatterie/Lithiumzelle ist für den erleichterten 
Gefahrgutversand gemäß Sonderverordnung 188 ADR qualifiziert.
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UN38.3 Lithium Battery(Cell) Test Summary 
UN38.3 ( )

Title/ : Manager/ Stamp of CVC: 
CVC

Signatory/ :

RZUN2018-3668-TS

Cell or Battery Information /
Name : Lithium Manganese-Dioxide Battery/ -  Other Physical Description

: The samples models of 

U9VL-J-P (U9VLJP10, U9VLJPBP, 

U9VLJPFP, U9VLJPX, 9V, LB9J-P, 

RP9VL, SM9VL-P) are the same 

products, only different in model 

names.   U9VL-J-P 

(U9VLJP10, U9VLJPBP, U9VLJPFP, 

U9VLJPX, 9V, LB9J-P, RP9VL, 

SM9VL-P)

Type/Model :
U9VL-J-P (U9VLJP10. U9VLJPBP. U9VLJPFP. U9VLJPX. 9V. 

LB9J-P. RP9VL. SM9VL-P)  9.0V  1200mAh 

Color : Sliver gray/

Shape : Square/

Completed Battery/Cell Mass 

/
38.3g 

Belongs to Lithium-ion Battery, the Wh rating is  

/ ,

Belongs to Lithium metal Battery, the Lithium content is  

/ ,
1.41g 

Manufacturer Information
Manufacturer ABLE NEW ENERGY CO., LTD. 

Address:

:

No.1 Longwo Industrial Zone, Longtian Community, Kengzi Office, Pingshan New District, 

Shenzhen, P.R. China, ZIP 
1 A

Telephone : 15994798475 Email : hjiang@able-battery.com 

Website : www.ultralifechina.com 

Laboratory Information
Laboratory: 

:

Vkan Certification & Testing Co., Ltd.  

Address:

:

No.3,Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou P. R. China. 

3

Tel : 86-020-32293888 Email : office@cvc.org.cn Website : http://www.cvc.org.cn 

UN38.3 Test conducted and results UN38.3

Test Report ID RZUN2018-3668 Date of Test Report 2019-01-04 

Manual of Test and Criteria version / amendment

/
ST/SG/AC.10/11/Rev.6/Amend.1/Section 38.3 

List of Tests Completed
Test Items Pass Fail Reference to assembled battery testing requirement: 

:

 T1 Altitude Simulation Not applicable  

 T2 Thermal Test

 T3 Vibration Applicable reference to 38.3.3 (f) 
 38.3.3 (f)  T4 Shock

 T5 External Short Circuit Applicable reference to 38.3.3 (g) 
 38.3.3 (g)  T6 Impact/ Crush /

 T7 Overcharge  Other executive standards/ :

 T8 Forced Discharge

Note The test results of this summary are only valid for the tested samples listed in test report RZUN2018-3668. 

RZUN2018-3668
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